X
1
()

IES FILE

PHOTOMETRIC REPORT

Polar Plot Catalog Number
PQ3K-24V+CH-006+FROSTED(SQUARE) - 1ft

Jo0e 1700 180" 1700 Test Number
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50° 50°
400 40°
0°  2250° 45° 67.50° 90°
0° 143.76 14376 143.76 143.76 143.76
5° 14495 14599 143.87 144.24 146.61
10° 14229 141.61 144 14237 14237
Cone of Light 15° 138.63 140.44 14125 141.14 139.46
20° 134.41 13448 136.23 136.04 136.5
Mtg Height Light Level Beam Diameter 25° 127.34 128.95 129.37 131.42 133.07
61t 4fc 20 1t 30° 119.67 11914 12117 12479 127.06
8 ft 2fc 27 ft 35° 108.04 108.81 112.65 117.22 119.16
10 ft 1 fc 33 ft 40° 9856 99.58 10262 108.36 112.16
12 ft 1fc 40 ft 45° 88.01 89.43 9335 99.89 104.81
15 ft 11c 50 ft 50° 76.01 7729 8352 926 98.76
55° 63.96 664 7446 8513 90.08
Input: 60° 51.79 5573 66.19 7565 81.88
65° 39.87 46.61 5955 6859 7222
Number of Lamps: 40 70° 29.15 38.01 5219 60.65 625
Lumens per Lamp: 14.59 Im 75° 1959 30.63 448 5248 54.63
Input Watts: 8w 80° 1146 244 3831 4512 46.54
Outout: 85° 565 179 3221 3885 40.37
90° 32 1411 27.01 3409 36.75
Efficiency: 78.2%
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