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PHOTOMETRIC REPORT

Polar Plot Catalog Number
PL3K-24V+CH-006+FROSTED(SQUARE) - 1t

Jo0e 1700 180" 1700 Test Number
150° 150° 1
1402 140°
1907 130" Test Date
) e Mon Oct 30 09:08:38 2017
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1009 100°
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gge | 252025
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70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 4197 4197 4197 4197 4197
5° 4176 43.08 4198 4241 4225
10° 40.93 4221 4115 4219 41.16
Cone of Light 15° 4016 40.55 40.79 40.69 41.11
20° 39.17 38.86 39.28 39.75 38.95
Mtg Height Light Level Beam Diameter 25° 3736 3742 3745 383 38.26
6 ft 1fc 20 ft 30° 3466 3523 3529 36.15 36.59
8 ft 1 fc 26 ft 35° 32.08 31.89 3283 34.11 34.62
10 ft 0fc 331t 40° 2927 2923 29.77 31.37 32.53
12 ft 0fc 40 ft 45° 2568 26.11 2713 29.39 30.71
15 ft 0fc 50 ft 50° 2234 22.84 2431 2714 287
55° 18.93 1946 21.71 24.87 26.13
Input: 60° 1531 16.52 19.48 22.68 23.76
65° 1172 13.67 17.66 19.83 21.05
Number of Lamps: 10 700 843 111 1537 1752 18.14
Lumens per Lamp: 16.9Im 75° 559 906 1327 1518 15.68
Input Watts: 2.3W 80° 344 711 1134 1323 139
Outout: 85° 175 542 945 1143 11.69
90° 093 423 81 1014 107
Efficiency: 78.9%
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