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PHOTOMETRIC REPORT

Polar Plot Catalog Number
DK3K-24V+CH-006+FROSTED(SQUARE) - 1ft
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0° 2250° 45° 67.50° 90°
0° 96.24 9624 96.24 96.24 96.24
5° 9729 98.87 963 96.62 98.1
10° 95.37 96.83 95.78 94.23 96.38
Cone of Light 15° 9298 933 9284 9461 9313
20° 90.41 89.72 89.64 90.39 90.96
Mtg Height Light Level Beam Diameter 25° 8442 8527 85.09 87.04 88.74
61t 3fc 20 1t 30° 79.48 80.14 81.01 82.65 84.03
8 ft 2fc 26 ft 35° 7205 73.03 7479 7819 7883
10 ft 1 fc 33 ft 40° 66.55 66.71 6852 7237 743
12 ft 1fc 39 ft 45° 58.27 59.31 61.97 66.48 7045
15 ft 0fc 49 ft 50° 5091 51.86 55.43 61.52 64.9
55° 43.02 44.42 4976 56.45 59.76
Input: 60° 3523 37.27 44.81 51.37 54.03
65° 26.99 3097 4029 4556 48
Number of Lamps: 81 70° 19.14 2534 3545 39.84 41.68
Lumens per Lamp: 4.811m 75° 12.66 20.17 30.16 35.05 36.52
Input Watts: 2.84W 80° 7.74 1612 2576 29.96 31.69
Outout: 85° 377 1213 2139 2572 27.02
90° 207 9.67 1849 2281 2424
Efficiency: 78.1%
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