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IES FILE

PHOTOMETRIC REPORT

Polar Plot Catalog Number
PH3K-24V+CH-006+FROSTED(SQUARE) - 1ft

Jo0e 1700 180" 1700 Test Number
150° 150° 1
1402 140°
190 130° Test Date
i/ e Fri Oct 27 13:30:35 2017
1109 110°
1009 100°

0°-180° -_—

gge | 252025
45°-205°

67572475 wmmm

90°

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
400 40°
0° 2250° 45° 67.50° 90°
0° 8225 8225 8225 8225 8225
5° 8122 82.08 8325 8322 81.33
10° 81.68 83.18 8155 82.07 81.95
Cone of Light 15° 78.09 78.77 8022 81.21 79.22
20° 7543 76.78 7698 775 7885
Mtg Height Light Level Beam Diameter 25° 7222 7201 7221 7376 74.89
6 ft 2 fc 20 ft 30° 6742 67.76 68.45 70.82 71.02
8 ft 1 fc 26 ft 35° 62.14 62.57 63.77 66.23 67.41
10 ft 1 fc 33 ft 40° 56.14 56.76 57.94 60.97 63.88
12 ft 1fc 39 ft 45° 49.75 5059 527 56.97 59.79
15 ft 0fc 49 ft 50° 429 441 47.06 53.16 55.42
55° 3642 374 4185 48.68 516
Input: 60° 29.81 31.74 3821 4339 46.55
65° 2254 26.11 3413 39.11 40.13
Number of Lamps: 19 70° 164 214 29.77 3393 35.88
Lumens per Lamp: 17.37 Im 75° 1057 17.31 2542 2961 30.82
Input Watts: 3.8W 80° 645 136 2167 255 26.66
Outout: 85° 333 1033 18.02 22.02 2328
90° 1.81 8 156,55 19.22  21.1
Efficiency: 78.5%
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