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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-006+FROSTED(ROUND) - 1ft

Test Number

1

Test Date

Thu Aug 10 17:07:25 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 49.86 49.86 49.86 49.86 49.86
5° 46.94 4793 492 4926 49.45
10° 4871 47.91 48 479 4817
Cone of Light 15° 46.32 46.11 464 46.57 46.13
20° 437 43.89 451 4555 44.99
Mtg Height Light Level Beam Diameter 25° 41.09 4117 4244 4289 43.39
6 ft 1fc 16 ft 30° 38.85 38.74 39.76 40.67 40.92
8 it 11c 29 ft 35° 36.18 36.01 36.89 37.72 38.02
101 0fc 27 40° 3316 3338 3392 3507 357
124 0fc 33 ft 45° 2977 3014 30.71 31.67 3221
151t 0fc Mt 50° 2633 2691 27.77 283 2845
55° 2249 231 2428 249 2523
Input: 60° 19.18 19.57 20.75 21.46 21.67
65° 15.03 16.09 17.35 17.93 18.43
Number of Lamps: 10 70° 1125 1262 14.16 1518 1518
Lumens per Lamp: 16.9Im 75° 751 913 1121 1195 11.99
Input Watts: 2.3W 80° 429 6.09 844 951 971
Output: 85° 184 376 6.18 7.3 7.34
90° 0.56 2.4 476 562 593
Efficiency: 82.8%
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