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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PQ3K-24V+CH-006+FROSTED(ROUND) - 1t

Test Number
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Test Date

Wed Aug 16 13:11:59 2017
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P - v X
0 0° 168.25 168.25 168.25 168.25 168.25
5 171.05 169.24 169.91 169.91 169.06
10° 161.55 163.72 1639 165.27 164.54
Cone of Light 15° 158.66 159.28 159.07 161.62 163.63
__Lone ot Light
20° 151.3 152.24 153.81 153.95 156.51
Mtg Height Light Level Beam Diameter 25° 141.62 142.71 143.64 146.1 152.37
6 ft 5fc 16 ft 30° 134.94 133.82 136.25 139.01 143.13
8 it 3fc 29 ft 35° 12355 123.64 1254 131.33 133.14
101 21c 97 40° 11192 11373 11576 120.06 122.04
12 ft 1fc 33 ft 45° 10158 103.1 105.59 108.79 109.77
15 ft 1fc M it 50° 90.15 9129 9418 96.83 98.81
55 7753 7912 8246 8538 8591
60° 63.83 6706 7045 735 7459
Input:
65° 5127 5463 5912 6099 6213
Number of Lamps: 40 70° 377 4253 4846 51.07 5215
Lumens per Lamp: 14.59 Im 75° 2558 3097 37.78 4086 41.07
Input Watts: 8w 80° 1477 2078 28.74 3214 33.07
85° 598 1265 2072 2481 2536
Output:
90° 212 794 16.08 1944 20.83
Efficiency: 82.1%
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