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PHOTOMETRIC REPORT

Polar Plot Catalog Number
DV3K-24V+CH-006+FROSTED(SQUARE) - 1t
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0° 16427 164.27 16427 164.27 164.27
5° 166.97 170.81 16584 167.6 170.11
10° 161.44 165.99 164.69 164.61 164.7
. 15° 162.8 158.63 158.52 161.91 162.7
Cone of Light
20° 153.08 153.73 153.58 156.86 156.01
Mtg Height Light Level Beam Diameter 25° 146.46 146.02 147.54 150.61 152.39
6 ft 5fc 19 ft 30° 13516 136.33 140.46 142.3 144.13
8 it 3fc 26 ft 35° 12439 126.05 129.07 134.24 135.21
101 21c 30 ft 40° 113.01 11349 117.73 12423 127.82
12 # 1fc 38 ft 45° 100.05 101.73 107.14 115.28 119.85
15 ft 1fc 48 ft 50° 87.2 88.56 955 106.81 11237
b5 7285 7628 8594 97.77 103.63
60° 5928 6384 7716 89.15 93.39
Input:
65° 46.43 53.33 6857 7841 80.8
Number of Lamps: 81 70° 3406 43.05 59.84 69.25 72
Lumens per Lamp: 8.27Im 75° 2187 3507 51.89 59.61 623
Input Watts: 4.86 W 80° 1312 2718 4401 5154 53.92
Output: 85° 6.67 2113 3691 4478 4717
__Uutput:
90° 3.35 16.15 3156 39.26 41.86
Efficiency: 78.1%
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