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PHOTOMETRIC REPORT

Polar Plot Catalog Number
PJ3K-24V+CH-006+FROSTED(SQUARE) - 1ft

Jo0e 1700 180" 1700 Test Number
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 216 216 216 216 216
5° 2126 2145 2137 21.08 212
10° 20.88 20.76 2092 212 2097
Cone of Light 15° 202 204 2027 2056 203
20° 1991 1954 197 19.94 19.98
Mtg Height Light Level Beam Diameter 25° 18.47 1853 18.72 1913 19.16
61t 1fc 20 1t 30° 17.56 17.47 17.88 1825 18.44
8 ft 0fc 26 ft 35° 1596 16.25 16.53 17.16 17.36
101t 0fc 33 ft 40° 1469 1462 1481 1571 16.37
12 ft 0fc 39 ft 45° 1283 13.09 13.61 14.83 1528
15 ft 0fc 49 it 50° 11.24 1148 1214 134 1419
55° 954 977 11.02 1239 1319
Input: 60° 747 816 98 11.24 1176
65° 588 684 869 995 104
Number of Lamps: 10 700 427 559 7.7 877 9.03
Lumens per Lamp: 8.45Im 75° 283 448 6.55 76 797
Input Watts: 11w 80° 173 359 554 656 6.92
Outout: 85° 085 26 468 565 598
90° 045 205 406 496 54
Efficiency: 79%
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