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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-006+FROSTED(ROUND) - 1ft

Test Number

1

Test Date

Mon Oct 30 09:25:12 2017
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70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2535 2535 2535 2535 25.35
5° 2464 2458 2423 2418 2415
10° 2331 23.81 2379 23.85 24.26
Cone of Light 15° 2277 22.86 23.05 23.01 23.45
20° 222 21.78 22.05 2245 2273
Mtg Height Light Level Beam Diameter 25° 2047 2091 2096 21.47 21.86
6 ft 1fc 16 ft 30° 19.37 19.31 19.84 20.19 20.28
8 it 0fc 21 ft 35° 17.96 18.16 1854 189  19.1
10 ft 0fc 27 ft 40° 1673 16.64 17.05 17.33 17.55
124 0fc 30 ft 45° 1492 1495 1535 1576 16.24
151t 0fc A0t 50° 1325 134 1377 1407 143
55° 11.37 11.63 1215 1251 125
Input: 60° 9.5 9.78 1049 108 10.86
65° 7.66 805 878 9.08 9.2
Number of Lamps: 10 70° 566 624 715 746 7.49
Lumens per Lamp: 8.45Im 75° 374 455 56 6.05 6.08
Input Watts: 11W 80° 215 315 4.3 467 476
Output: 85° 093 187 312 368 3.73
90° 034 118 235 2.9 3.03
Efficiency: 82.8%
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