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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-006+WHITE(SQUARE) - 1ft

Test Number

1

Test Date
Fri Oct 27 13:41:22 2017
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 19.76 19.76 19.76 19.76 19.76
5° 1878 1959 20.08 20.04 198
10° 19.07 19.18 19.49 19.05 19.06
Cone of Light 15° 18.73 18.82 19.03 19.07 18.93
200 1819 18.29 1823 18.37 18.29
Mtg Height Light Level Beam Diameter 25° 1725 1724 1733 1754 1755
61t 1fc 191t 30° 16.09 16.05 16.47 1645 16.5
8 it 0fc 26 ft 35° 14.85 1507 15 1555 15.34
10 ft 0fc 32 ft 40° 1343 1353 138 1445 14.54
124 0fc 39 ft 45° 1196 122 1262 13.17 1349
151t 0fc 48t 50° 1049 1076 1127 1223 1275
55° 8.84 922 10.16 1139 11.71
Input: 60° 7.19 778 92 10.18 10.78
65° 554 636 814 925 957
Number of Lamps: 10 700 401 527 715 8.2 8.54
Lumens per Lamp: 8.45Im 75° 27 419  6.29 7.2 7.4
Input Watts: 11W 80° 1.61 3.31 5.3 6.27  6.56
Output: 85° 086 254 444 539 562
90° 048 198 38 481 497
Efficiency: 73.1%
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