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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DV3K-24V+CH-006+WHITE(ROUND) - 1t

Test Number

1

Test Date
Thu Aug 10 17:43:22 2017
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50° 50°
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20 0°  2250° 45° 6750° 90°
0° 179.26 179.26 179.26 179.26 179.26
5° 176.93 17285 173.27 176.09 171.48
10° 169.29 172.39 169.85 171.49 171.12
Cone of Light 15° 165.65 165.17 167.44 167.42 166.65
20° 15914 159.8 159.55 160.16 164.06
Mtg Height Light Level Beam Diameter 25° 152.42 151.97 153.78 154.03 156.48
6 ft 5fc 17 ft 30° 140.58 143.31 143.86 146.09 148.08
8 it 3fc 29 ft 35° 13191 132.94 134.29 13598 138.45
101 21c 8 ft 40° 12212 12221 12514 127.06 126.34
124 1fe 34 ft 45° 11028 110.24 11353 116  117.93
15 ft 1fc 42t 50° 97.71 99.03 100.27 103.89 105.39
55° 835 8576 896 9225 919
Input: 60° 6947 716 7652 79.74 81.66
65° 56.48 5855 6438 68.09 68.55
Number of Lamps: 81 70° 4122 4569 5314 5649 56.78
Lumens per Lamp: 8.27Im 75° 2757 3314 4144 4515 459
Input Watts: 486 W 80° 16.11 226 3195 36.61 37.42
Output: 85° 7.08 1372 2313 2797 30.06
90° 249 859 1744 2263 23.72
Efficiency: 76.6%
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