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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PH3K-24V+CH-006+WHITE(ROUND) - 1t

Test Number

1

Test Date

Thu Aug 10 16:24:27 2017

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
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0° 8539 8539 8539 8539 8539
5° 85.77 8445 86.11 87.83 80.54
10° 85.98 84.99 8384 8431 847
Cone of Light 15° 81.85 8245 8263 81.63 83.45
20° 7912 79.56 79.54 7837 79.85
Mtg Height Light Level Beam Diameter 25° 7574 7561 7548 76.85 77.27
6 ft 2 fc 17 ft 30° 70.89 70.55 723 7247 73.74
8 it 11c 23 ft 35° 66.12 66.27 67.17 684 67.61
10 ft 1 fc 29 ft 40° 6171 6052 61.49 625 629
124 1fe 34 ft 45° 5503 5537 56.33 57.69 57.25
15 ft 0fc 431t 50° 47.95 49.15 49.89 50.88 52.42
55° 4255 42.61 43.79 46.04 44.86
Input: 60° 34.67 3543 37.88 39.48 40.57
65° 27.53 29.01 322 3322 33.16
Number of Lamps: 19 70° 2043 224 2591 27.73 27.92
Lumens per Lamp: 17.37 Im 75° 1353 16.74 2048 2254 2293
Input Watts: 3.8W 80° 793 11.06 1583 17.88 18.85
Output: 85° 356 685 11.28 1364 1425
90° 134 425 917 1113 11.61
Efficiency: 7%
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