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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
16017 170° 460°

150° 150°
140° 140°

1307 130°
1207 120°

1107 110°

100 100°

0°-180° —
90° 22.5°-202.5°

45°-225°

67.5°-2475° e

90°

Catalog Number
DK3K-24V+CH-006+WHITE(SQUARE) - 1t

Test Number

1

Test Date
Fri Oct 27 12:39:48 2017
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70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 9196 9196 9196 91.96 91.96
5° 89.24 8958 9123 90.44 88.99
10° 89.31 88.57 88.02 89.88 89.61
Cone of Light 15° 87.06 86.52 857 86.56 86.6
20° 82.65 8294 8258 84.18 83.44
Mtg Height Light Level Beam Diameter 25° 78 7949 798 79.68 79.91
6 ft 3fc 191t 30° 7435 7415 7381 7493 752
8 it 11c 26 ft 35° 684 68.44 6955 7046 70.57
10 ft 1 fc 32 ft 40° 6178 622 624 6549 66.31
12 t 11c 39 ft 45° 5442 5577 57.08 60.62 60.95
151t 0fc 48 ft 50° 4745 4832 5142 56.03 58.58
55° 40.03 41.73 46.41 51.77 53.21
Input: 60° 32.74 35.08 4159 474 49.36
65° 2529 28.95 37.37 427 4397
Number of Lamps: 81 70° 1852 24.01 3275 3749 39.04
Lumens per Lamp: 4.811Im 75° 1214 1917 287 32.82 3442
Input Watts: 2.84W 80° 744 1506 2441 2855 29.62
Output: 85° 4.03 115 203 2471 253
90° 222 895 1722 217 23
Efficiency: 72.4%
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