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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-006-+WHITE(ROUND) - 1ft

Test Number
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0 0° 2178 2178 21.78 21.78 21.78
5° 2221 2227 2292 2228 21.53
10° 2196 21.78 21.73 2262 21.35
. 15° 2167 2136 2125 20.94 21.31
Cone of Light
20° 20.08 20.34 2042 20.81 20.44
Mtg Height Light Level Beam Diameter 25° 19.25 1915 1951 1958 1948
6 ft 1fc 17 ft 30° 1812 18.22 1853 1857 18.72
8 it 0fc 29 ft 35° 17.07 17.06 1699 17.31 17.42
10 ft 0fc 28 it 40° 1569 1556 1596 16.1 16.26
12 # 0fc 33 ft 45° 1382 142 1452 1457 1474
151t 0fc 42t 50° 1235 1259 1298 1319 1316
55° 10.78 109 1145 1187 11.71
60° 895 935 9.86 996 10.03
Input:
65° 715 756 819 868 872
Number of Lamps: 10 70° 516 589 673 7.18 7.4
Lumens per Lamp: 8.45Im 75° 354 424 528 582 599
Input Watts: 11W 80° 203 289 408 465 471
Output: 85° 089 1.78 3 35 3.76
__Uutput:
90° 034 116 229 2.9 2.91
Efficiency: 77.4%
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