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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-006+WHITE(ROUND) - 1t

Test Number

1

Test Date

Thu Aug 10 17:13:27 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 438 438 438 438 438
5° 4483 4385 4427 4424 4455
10° 4351 43.62 4357 434 4323
Cone of Light 15° 41.78 42.06 4245 4173 43
20° 40.27 41.05 40.74 4149 4118
Mtg Height Light Level Beam Diameter 25° 38.37 38.81 38.64 39.31 39.64
6 ft 1fc 17 ft 30° 36.27 36.18 36.76 37.06 37.49
8 it 11c 23 ft 35° 3393 34.02 3446 3475 35.
10 ft 0fc 29 ft 40° 31.14 3138 3215 3236 32.21
124 0fc 34 ft 45° 28.01 2846 29.03 2942 29.98
151t 0fc st 50° 2488 2521 257 2654 26,62
55° 21.33 21.81 2271 2316 235
Input: 60° 17.83 18.54 1959 20.03 20.24
65° 1417 1519 1642 1716 17.74
Number of Lamps: 10 70° 10.77 11.49 1351 1454 1453
Lumens per Lamp: 16.9 Im 75° 7.21 84 1071 1174 11.97
Input Watts: 2.3W 80° 4.09 577 807 924 954
Output: 85° 182 347 594 722 722
90° 062 221 45 561 6.17
Efficiency: 77.4%
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