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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PQ3K-24V+CH-006+WHITE(ROUND) - 1t

Test Number

1

Test Date

Wed Aug 16 13:04:08 2017
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50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 15264 152.64 152.64 152.64 152.64
5° 146.08 151.25 153.25 150.76 151.21
10° 14821 147.31 14718 148.21 151.98
. 15° 147.76 14456 142.41 1453 144.62
Cone of Light
20° 137.08 138.27 140.72 140.88 139.24
Mtg Height Light Level Beam Diameter 25° 131.99 132.11 133.89 136.01 136.51
6 ft 4fc 17 ft 30° 123.33 124.04 124.65 1274 126.48
8t 2 fc 23 ft 35° 116.56 11713 117.41 119.09 121.02
101 21c 29 ft 40° 10478 107.65 107.94 111.35 111.33
12 ft 1fc 35 ft 45° 96.99 96.18 98.28 100.24 102.91
15 ft 1fc 43 ft 50° 84.16 8559 88.37 91 91.51
55° 7263 7497 7792 7961 80.7
60° 6023 6258 6694 69.48 70.13
Input:
65° 4755 50.82 56.87 5899 59.84
Number of Lamps: 40 70° 36.07 39.34 46.22 4879 4957
Lumens per Lamp: 14.59 Im 75° 2391 2928 36.34 4019 4125
Input Watts: 8w 80° 13.61 1958 27.79 31.31 32.88
85° 6.23 1209 19.84 2427 2547
Output:
90° 2.21 7.88 155 1922 21.08
Efficiency: 76.6%
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