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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-006+WHITE(SQUARE) - 11t

Test Number

1

Test Date
Fri Oct 27 13:46:45 2017
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0° 2250° 45° 67.50° 90°
0° 39.77 39.77 39.77 39.77 39.77
5° 40.08 39.32 38.83 38.84 39.26
10° 39.47 3828 393 3893 37.79
Cone of Light 15° 37.64 3794 3767 3784 37.75
20° 36.13 36.51 36.45 36.42 37.33
Mtg Height Light Level Beam Diameter 25° 3441 3477 3482 349 347
6 ft 1fc 20 ft 30° 3222 3266 32.63 3278 33.24
8 it 11c 26 ft 35° 2092 2992 3039 3055 30.88
101t 0fc 33 ft 40° 2673 27.06 27.46 2855 29.07
124 0fc 39 ft 45° 23.89 2416 2534 2621 27.06
151t 0fc 490t 50° 2098 2142 2259 2447 2523
55° 17.45 1821 20.38 22.72 23.94
Input: 60° 14.44 1528 18.37 20.56 21.81
65° 11.16 12.88 16.37 18.65 19.44
Number of Lamps: 10 700 8.09 1045 1455 16.36 17.11
Lumens per Lamp: 16.9 Im 75° 547 86 1258 1425 15.21
Input Watts: 2.3W 80° 328 6.63 1079 1266 1298
Output: 85° 174 504 879 108 11.24
90° 098 396 767 955 10.05
Efficiency: 73.2%
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