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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PQ3K-24V+CH-006+WHITE(SQUARE) - 11t

Test Number

1

Test Date
Fri Oct 27 13:52:31 2017
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50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 1353 1353 1353 1353 1353
5° 13441 137.05 133.94 133.51 134.85
10° 130.12 130.42 13156 1326 134.13
. 15° 1299 12837 12891 130.07 128.06
Cone of Light
20° 122.85 124.43 12419 125.93 125.52
Mtg Height Light Level Beam Diameter 25° 117.32 117.81 117.8 118.89 120.45
6 ft 4fc 19 ft 30° 111.81 111.37 111.54 11372 112.16
8 ft 2fc 26 it 35° 10229 101.37 102.39 105.34 1065
10t 1fc 0 f 40° 9138 9316 9391 98.06 99.57
12 ft 1fc 39 ft 45° 8046 8256 8572 90.65 91.66
15 1fc 49 ft 50° 7072 7325 78.07 8398 86.39
55° 60.38 6295 6937 7792 81.03
60° 49.13 5269 6243 7046 74.61
Input:
65° 37.72 4339 5595 6249 65.64
Number of Lamps: 40 70° 2753 3551 4916 56.37 57.82
Lumens per Lamp: 14.59 Im 75° 1859 2885 4266 49.08 51.55
Input Watts: 8w 80° 1135 2271 36.37 4312 4455
85° 589 1717 3054 36.73 38.6
Output:
90° 328 1392 2573 322 3479
Efficiency: 72.3%
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