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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DV3K-24V+CH-011+FROSTED(ROUND) - 1t

Test Number

1

Test Date

Mon Aug 21 14:53:04 2017

80° 80° | 9002700 e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 17691 17691 17691 176.91 176.91
5° 17751 17242 17494 1785 173.91
10° 17214 173.69 173.47 1714 173.31
. 15° 167.32 1675 165.64 169.81 170.54
Cone of Light
20° 163.01 160.93 163.81 164.92 166.87
Mtg Height Light Level Beam Diameter 25° 151.34 153.63 153.82 157.54 159.66
6 ft 5fc 18 ft 30° 143.18 144.35 146.43 147.71 152.68
8 ft 3fc 24 it 35° 13224 13357 135.24 13853 140.07
10 ft 21c 30 ft 40° 11895 121.23 124.66 129.37 133.78
12 # 1fc 36 ft 45° 107.54 108.79 113.03 1195 123.43
151t 1fc 45 ft 50° 9453 9585 101.06 108.26 11216
55 7957 8296 89.88 98.1 100.24
60° 6499 6943 7872 86.12 89.06
Input:
65° 50.08 57.19 66.77 7423 77.9
Number of Lamps: 81 70° 36.62 4557 56.85 64.4 67
Lumens per Lamp: 8.27Im 75° 24.04 3533 473 5406 57.49
Input Watts: 4.86 W 80° 14.03 2563 38.39 4557 49.09
85° 695 1851 3116 3843 41.67
Output:
90° 341 1419 26.83 3389 358
Efficiency: 79.6%
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