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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-011+FROSTED(ROUND) - 1t

Test Number

1

Test Date

Mon Aug 21 14:29:47 2017
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70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 101.73 101.73 101.73 101.73 101.73
5° 10696 101.52 1024 103.48 104.53
10° 100.13 100.06 99.59 101.57 103.76
. 15° 97.81 9813 9852 98.08 99.97
Cone of Light
20° 9442 9507 9442 958 9517
Mtg Height Light Level Beam Diameter 25° 88.47 89.62 89.36 91.38 9247
6 ft 3fc 17 ft 30° 8259 837 8508 86.17 87.84
8 it 21c 23 ft 35° 7763 77.06 77.87 81.63 83.36
10 ft 1 fc 29 it 40° 7056 7073 7223 751 77.07
12 ft 1fc 34 ft 45° 6267 6291 6592 6951 71.69
15 ft 0fc 431t 50° 54.04 5561 5958 63.09 66.32
55° 46 48.61 52.67 56.61 59.54
60° 3725 404 4565 4985 52.07
Input:
65° 2943 3319 3938 4328 4535
Number of Lamps: 81 70° 2119 2664 331 3759 39.32
Lumens per Lamp: 4.811m 75° 1411 2049 27.04 3173 33.41
Input Watts: 2.84 W 80° 815 1499 2258 2651 28.22
85° 4 10.82 18.27 2234 2352
Output:
90° 1.84 8.03 1583 1972 2091
Efficiency: 79.7%
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