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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-011+FROSTED(ROUND) - 1ft

Test Number

1

Test Date

Mon Aug 21 12:12:43 2017

80° 80° |
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2236 2236 2236 2236 22.36
5° 2233 223 2241 224 21.81
10° 2158 21.73 2205 2217 21.64
Cone of Light 15° 2141 2134 2158 2168 215
20° 20.36 20.62 205 208 21.27
Mtg Height Light Level Beam Diameter 25° 194 1956 19.49 20.02 20.13
6 ft 1fc 18 ft 30° 1815 182 1862 188 19.13
8t 0fc 25 ft 35° 16.83 16.86 17.15 17.54 17.93
10 ft 0fc 31t 40° 1539 1558 1575 16.45 16.92
12 ft 0fc 37t 45° 1376 1393 144 1533 15.64
151 0fc 46 ft 50° 1204 1234 1288 1392 14.34
55° 10.16 10.61 11.43 1233 12.96
Inout: 60° 827 896 10.09 11 11.37
65° 6.36 719 8.63 9.4 9.94
Number of Lamps: 10 70° 463 589 729 816 8.63
Lumens per Lamp: 8.45Im 75° 3.06 445 6 6.95 7.36
Input Watts: 11W 80° 181 331 493 583 6.16
Out|g ut: 85° 087 236 401 487 524
90° 04 178 347 428 464
Efficiency: 80.4%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



