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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170° 460e
150° 150°
1402 140°

1307 130°
1207 120°

1107 110°

1001 100°

0°-180° —
90° 22.5°-202.5°

45°-225°

67.5°-2475° e

90°

Catalog Number
M3K-24V+CH-011+FROSTED(ROUND) - 1ft

Test Number

1

Test Date

Mon Aug 21 15:24:47 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 431 431 431 431 431
5° 42.88 4249 4283 4249 4272
10° 4226 42.03 4213 41.95 41.62
Cone of Light 15° 39.8 40.64 4053 41.38 41.19
20° 3943 39 3915 40.01 39.74
Mtg Height Light Level Beam Diameter 25° 37.05 37.09 3721 38.05 37.95
6 ft 1fc 18 ft 30° 344 3493 35.05 36.02 36.96
8 it 11c 24 ft 35° 3242 3209 3269 33.94 34.32
101t 0fc 30 ft 40° 2884 2949 302 3144 32.26
124 0fc 36 ft 45° 2593 2617 27.39 28.87 29.62
151t 0fc 461t 50° 2262 2325 2469 2634 27.33
55° 19.31 20.04 2184 2358 244
Input: 60° 1573 169 1927 2082 219
65° 12.06 13.89 16.52 18.03 18.96
Number of Lamps: 19 700 89 1127 13.86 1543 16.36
Lumens per Lamp: 8.53Im 75° 586 846 1148 1328 14.03
Input Watts: 1.06 W 80° 337 624 943 1099 11.88
Output: 85° 1.61 457 765 933 10.05
90° 0.8 345 6.61 8.2 8.63
Efficiency: 79.8%
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