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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-011+WHITE(ROUND) - 1ft

Test Number

1

Test Date

Mon Aug 21 15:31:24 2017
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 3836 3836 38.36 38.36 38.36
5° 3828 38.04 379 3847 39.22
10° 372 376 37.41 39 38.37
Cone of Light 15° 3729 3732 371 36.73 37.16
20° 3569 3475 3551 3577 35.87
Mtg Height Light Level Beam Diameter 25° 3311 33.64 3432 34.62 34.51
6 ft 1fc 18 ft 30° 313 3166 32.05 3276 33.18
8 it 11c 24 ft 35° 28.61 2923 29.97 30.78 31.09
101t 0fc 30 ft 40° 2671 2662 27.75 2871 29.23
124 0fc 36 ft 45° 2335 2431 254 2678 27.35
151t 0fc 451 50° 2025 2118 2318 2435 2479
55° 17.25 1841 2045 22 2269
Input: 60° 1415 1556 18.16 19.76 19.87
65° 11.02 13.01 157 1737 17.85
Number of Lamps: 19 70° 8.16 1042 1326 1499 1531
Lumens per Lamp: 8.53Im 75° 538 802 11.18 1291 13.36
Input Watts: 1.06 W 80° 318 598 927 1091 1143
Output: 85° 16 436 753 927 979
90° 0.8 333 656 803 856
Efficiency: 73.8%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



