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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PQ3K-24V+CH-011+WHITE(ROUND) - 1t

Test Number

1

Test Date

Mon Aug 21 14:47:22 2017
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70° 70°
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50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 140.88 140.88 140.88 140.88 140.88
5° 138.68 138.03 139.45 13575 140.3
10° 133.05 13517 136.61 134.63 134.83
. 15° 130.74 129.97 130.61 133.58 134.92
Cone of Light
20° 127.81 12545 128.74 129.88 128.6
Mtg Height Light Level Beam Diameter 25° 119.59 119.57 121.95 123.89 122.88
6 ft 4fc 18 ft 30° 112.81 11246 114.97 11718 117.49
8 ft 2fc 24 it 350 10341 105.31 108.22 110.74 111.63
10 ft 1 fc 30 ft 40° 9435 96.47 100.43 103.35 105.55
12 ft 1fc 37 ft 45° 8428 8572 9179 9527 99
15 ft 1fc 46 ft 50° 7339 7737 8227 8736 89.27
55 62.77 6627 7384 8023 81.34
60° 5025 5722 6526 70.08 71.82
Input:
65° 39.88 46.86 56.2 61.38 63.65
Number of Lamps: 40 70° 2928 37.38 48.01 5363 55.71
Lumens per Lamp: 14.59 Im 75° 1957 2896 40.06 4559 47.87
Input Watts: 8w 80° 1155 21.84 3295 391 40.6
85° 6.04 1611 2711 3275 34.52
Output:
90° 279 1237 2321 2953 30.78
Efficiency: 73.6%
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