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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PH3K-24V+CH-011+WHITE(ROUND) - 1t

Test Number

1

Test Date

Mon Aug 21 14:22:41 2017
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70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 7975 79.75 79.75 79.75 79.75
5° 8036 784 7846 77.66 79.52
10° 7756 77.77 771 7635 77.34
Cone of Light 15° 75.02 7437 744 743 7411
20° 71.43 7251 7359 7294 7267
Mtg Height Light Level Beam Diameter 25° 682 6886 6869 70.23 70.53
6 ft 2fc 18 ft 30° 64.12 64.41 66.03 67.03 67.51
8t 1fc 24 ft 35° 59.8 59.61 61.09 6284 63.55
10 ft 1 fc 30 ft 40° 5436 5494 56.42 5913 59.76
12 ft 1fc 36 ft 45° 4816 48.88 5152 5453 54.38
151 0fc 46 ft 50° 4148 4359 47.12 49.91 50.59
55° 3522 3797 4182 451 4541
Inout: 60° 28.91 321 36.72 4011 4113
65° 21.94 26.51 3214 3487 3595
Number of Lamps: 19 70° 16.38 21.17 2695 30.61 31.81
Lumens per Lamp: 17.37 Im 75° 11.07 16.48 2275 26.27 26.89
Input Watts: 3.8W 80° 6.51 1254 1891 2238 23.07
Out|g ut: 85° 336 872 1537 189 1973
90° 1.68 691 1322 16.36 17.15
Efficiency: 73.9%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



