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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-011+WHITE(ROUND) - 1ft

Test Number

1

Test Date

Mon Aug 21 12:23:59 2017
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0° 2250° 45° 67.50° 90°
0° 2015 20.15 20.15 20.15 20.15
5 2059 20.11 2013 2017 19.67
10° 19.72 1995 1984 196 19.83
Cone of Light 15° 19.28 195 1924 1946 19.51
20° 18.24 1837 18.84 18.83 18.83
Mtg Height Light Level Beam Diameter 25° 1753 1759 17.85 1813 18.08
6 ft 1fc 18 ft 30° 16.41 16.53 16.82 17.07 17.32
8 it 0fc 25 ft 35° 15.38 1553 1578 16.18 16.44
10 ft 0fc 31 ft 40° 1382 1399 1455 1504 15.42
124 0fc 37 ft 45° 1231 1265 13.37 13.96 14.19
151t 0fc 461t 50° 1073 1118 1219 1275 12.88
55° 931 974 1082 115 1191
Input: 60° 755 826 9.62 10.26 10.65
65° 585 675 828 911 925
Number of Lamps: 10 70° 43 545 7.03 779 807
Lumens per Lamp: 8.45Im 75° 285 42 597 6.7 6.92
Input Watts: 11W 80° 17 314 482 5.7 6.01
Output: 85° 085 228 404 486 509
90° 04 176 332 427 4.6
Efficiency: 74.3%
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