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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-011+WHITE(ROUND) - 1t

Test Number

1

Test Date

Mon Aug 21 11:24:48 2017
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5° 4059 39.86 39.75 40.13 39.16
10° 40.08 38.91 4019 3942 39.03
. 15° 37.8 3857 38.36 38.93 38.81
Cone of Light
20° 37.32 37.22 3718 37.78 37.22
Mtg Height Light Level Beam Diameter 25° 34.83 35.09 3558 36.23 36.46
6 ft 1fc 18 ft 30° 33.06 3339 339 3441 3451
8 ft 1fc 24 it 35° 3002 3098 31.6 3248 32.96
10 ft 0fc 30 ft 40° 28 28.3 29.05 30.13 30.32
12 ft 0fc 36 ft 45° 2488 2518 26.63 28.17 28.66
151t 0fc 451 50° 2178 2252 2411 2568 26.24
55° 18.18 19.45 21.71 2299 23.52
60° 14.83 16.67 19.05 20.46 21.1
Input:
65° 11.63 13.73 16.57 1818 18.67
Number of Lamps: 10 70° 843 10.94 14.05 1569 16.29
Lumens per Lamp: 16.9Im 75° 566 849 11.77 135 14.09
Input Watts: 2.3W 80° 337 639 953 1151 11.91
85° 1.7 471 791 965 1029
Output:
90° 081 353 678 838 8.88
Efficiency: 74.4%
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