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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PQ3K-24V+CH-011+FROSTED(SQUARE) -1ft

Test Number

1

Test Date
Tue Aug 22 10:26:47 2017
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50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 138.74 138.74 138.74 138.74 138.74
5° 135.09 13943 13748 1405 137.64
10° 1339 13433 138.89 137.83 140.2
. 15° 129.74 130.28 1341 135.23 137.99
Cone of Light
20° 120.53 125.03 129.25 131.12 135.06
Mtg Height Light Level Beam Diameter 25° 11547 1191 12422 128.96 128.83
6 ft 4fc 19t 30° 106.44 110.69 116.93 122.04 122.36
8 it 21c 26 ft 35° 10041 102.99 111.08 11549 116.4
10t 1fc 0 f 40° 8793 9464 10259 108.96 110.07
12 ft 1fc 38 ft 45° 806 86.57 9573 101.97 104.98
15 ft 1fc 48 it 50° 70.81 7751 86.64 9393 97.13
55° 6026 674 7869 8521 87.16
60° 4957 5768 6925 7526 76.67
Input:
65° 39.08 477 5955 6544 67.15
Number of Lamps: 40 70° 29.02 3854 4926 5538 57.28
Lumens per Lamp: 14.59 Im 75° 19.74 2879 3957 4516  46.62
Input Watts: 8w 80° 11.71 2023 3069 36.32 38.76
85° 548 1359 2436 2963 31.66
Output:
90° 2.7 1045 212 26.82 28.68
Efficiency: 74.6%
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