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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-011+FROSTED(SQUARE) -1ft

Test Number

1

Test Date

Tue Aug 22 09:30:21 2017
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70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2047 2047 2047 2047 2047
5 1973 20 2051 20.26 20.06
10° 19.49 19.89 20.01 20.34 20.16
Cone of Light 15° 19 1951 1953 198 19.95
200 1792 182 1879 1929 19.42
Mtg Height Light Level Beam Diameter 25° 16.68 17.26 18.05 188 18.98
6 ft 1fc 19t 30° 15.54 16.15 17.31 17.82 18.13
8 it 0fc 26 ft 35° 1432 1518 1613 16.93 16.97
10 ft 0fc 32 ft 40° 133 1398 1511 1587 16.02
124 0fc 39 ft 45° 1171 1281 14.05 1475 1515
151t 0fc 48t 50° 1029 1131 127 1365 14.11
55° 8.73 995 1153 1244 1261
Input: 60° 7.19 848 1029 1094 11.34
65° 5.8 7.04 874 947 992
Number of Lamps: 10 700 422 558 718 8.01 8.38
Lumens per Lamp: 8.45Im 75° 285 424 577 665 6.91
Input Watts: 11W 80° 168 294 445 539 573
Output: 85° 0.84 204 353 437 462
90° 037 159 299 383 4.17
Efficiency: 75.4%
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