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PHOTOMETRIC REPORT

_ Polar Plot

160170
150°

140°
1307

1207

180°

170° 460°
150°

140°
130°

120°

Catalog Number
DV3K-24V+CH-011+FROSTED(SQUARE) -1ft

Test Number

1

Test Date
Tue Aug 22 10:35:40 2017
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40° 40°
i 0°  2250° 45° 67.50° 90°
0° 166.26 166.26 166.26 166.26 166.26
5° 161.68 157.83 160.65 159.35 159.24
10° 152.78 155.27 159.59 159.84 159.77
Cone of Light 15° 14821 147.86 155.95 156.56 158.34
__Lone ot Light
20° 140.08 14529 148.93 151.78 155.08
Mtg Height Light Level Beam Diameter 25° 1326 13526 143.48 14545 148.51
6 ft 5fc 18 ft 30° 122.67 1273 13576 140.87 142.13
8 it 3fc 24 ft 35° 11442 117.9 12679 13275 134.97
101 21c 30 ft 40° 101.94 10966 11875 1258 126.01
12 ft 1fc 36 ft 45° 9225 99.7 109.55 116.88 117.87
15 ft 11 461t 50° 8012 8877 100.61 10858 109.3
55° 69.17 7749 8939 9773 1011
60° 57.38 66.37 79.84 86.14 87.86
Input:
65° 4587 551 67.85 74.89 76.97
Number of Lamps: 81 70° 3327 442 5593 6247 6559
Lumens per Lamp: 8.27Im 75° 2299 3301 449 5166 53.87
Input Watts: 4.86 W 80° 1279 2347 3562 4252 4415
. 85° 6.2 15,79 273 3435 36.75
Output
:
90° 284 1198 2396 305 3214
Efficiency: 74.7%
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