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IES FILE

PHOTOMETRIC REPORT

Polar Plot Catalog Number
MX3K-24V +CH-011+FROSTED(SQUARE) -1ft

Jo0e 1700 180" 1700 Test Number
150° 150° 1
1402 1400
19% 180 Test Date
i/ e Tue Aug 22 11:20:33 2017
1107 1o
1007 o0°

0°-180° -_—

gge | 252025
45°-205°

67572475 wmmm

90°

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 7783 77.83 77.83 77.83 77.83
5° 7659 7935 7746 79 7889
10° 768 7697 7777 7879 79.22
Cone of Light 15° 71.83 7549 7632 7816 76.47
20° 69.52 70.73 73.88 7534 76.28
Mtg Height Light Level Beam Diameter 25° 6552 67.05 7044 7251 73.02
61t 2fc 20 1t 30° 60.23 62.61 673 6943 69.96
8 ft 1 fc 26 ft 35° 54.82 58.68 6297 65.85 67.84
10 ft 1fc 33 ft 40° 50.79 53.67 5894 6197 63.33
12 ft 1fc 39 ft 45° 4539 4882 54.84 57.72 59.18
15 ft 0fc 49 ft 50° 40.06 43.3 4942 5335 53.74
55° 34.21 3848 4472 481 4878
Input: 60° 27.63 32.67 39.19 43.12 4374
65° 2248 2692 337 36.63 3872
Number of Lamps: 19 70° 16.35 219 27.75 31.09 3239
Lumens per Lamp: 17.37 Im 75° 11.01 1618 226 257 26.47
Input Watts: 2.09W 80° 653 1138 1749 2073 22
Outout: 86° 313 777 1357 1695 1827
90° 143 6.08 1155 1492 1551
Efficiency: 74.9%
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