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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-011+FROSTED(SQUARE) -1ft

Test Number

1

Test Date

Tue Aug 22 10:00:03 2017

80° 80° | 92700 -—
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 4044 4044 4044 4044 4044
5° 4147 40.87 4081 4015 40.46
10° 39.16 39.73 39.82 40.97 40.27
. 15° 38.15 38.11 39.17 40.09 39.01
Cone of Light
20° 35.68 36.65 37.64 38.56 39.42
Mtg Height Light Level Beam Diameter 25° 33.81 34.68 36.05 37.48 38.21
6 ft 1fc 19t 30° 3127 3296 346 359 36.06
8 it 11c 25 ft 35° 28.68 302 3259 3377 336
10 ft 0fc 32 ft 40° 2619 28.09 3033 3191 3219
12 # 0fc 38 ft 45° 2349 2514 2795 2972 30.45
15 ft 0fc 47 ft 50° 20.87 22.68 2569 27.45 28.06
55° 17.63 19.95 23.08 24.88 25.49
60° 1452 16.94 20.11 2196 2249
Input:
65° 11.55 14.13 1735 18.78 196
Number of Lamps: 10 70° 8.67 11.29 1432 1583 16.39
Lumens per Lamp: 16.9Im 75° 575 834 1142 1324 13.67
Input Watts: 2.3W 80° 346 595 9.03 1069 11.45
85° 154 397 711 865 9.29
Output:
90° 083 315 6.07 779 832
Efficiency: 75.4%
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