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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-011+WHITE(SQUARE) -1t

Test Number

1

Test Date

Tue Aug 22 09:53:33 2017
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0° 2250° 45° 67.50° 90°
0° 1739 1739 1739 1739 17.39
5 17.73 18.01 17.92 1772 17.46
10° 1742 1744 1747 1753 179
Cone of Light 15° 169 1691 1735 17.68 17.92
20° 1586 16.44 1711 1735 17.54
Mtg Height Light Level Beam Diameter 25° 1498 1572 16.37 16.82 16.93
6 ft 0fc 211t 30° 1446 14.85 1572 16.16 16.79
8 it 0fc 28 ft 35° 13.35 13.88 14.85 1556 15.64
101t 0fc 35 ft 40° 1201 1277 13.83 1471 1474
124 0fc 49 ft 45° 1083 11.81 1299 1375 14.21
151t 0fc 5o ft 50° 971 1052 1185 128 13.01
55° 821 922 108 1157 117
Input: 60° 6.78 785 945 1029 10.53
65° 5.32 6.5 8.04 895 9.08
Number of Lamps: 10 70° 403 523 668 748 7.85
Lumens per Lamp: 8.45Im 75° 272 394 548 637 6.53
Input Watts: 11W 80° 1.68 281 431 5.1 5.35
Output: 85° 0.82 193 342 424 45
90° 043 146 291 364 3.85
Efficiency: 69.6%
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