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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-011+WHITE(SQUARE) -1ft

Test Number

1

Test Date

Tue Aug 22 10:03:07 2017
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 3498 3498 3498 3498 34.98
5° 3531 3545 3494 3595 35.56
10° 34.02 348 352 3563 3592
Cone of Light 15° 33.76 34.19 35.03 3548 35.82
20° 33 33.08 34.05 3466 35.16
Mtg Height Light Level Beam Diameter 25° 3079 312 3271 3401 3424
6 ft 1fc 21 ft 30° 28.36 29.99 3147 3272 33.02
8 it 11c 28 ft 35° 26.28 27.61 2979 30.76 31.46
10 ft 0fc 34 ft 40° 241 2564 28.06 29.56 29.84
124 0fc 41 ft 45° 2169 2341 2618 2745 279
15 ft 0fc 52 it 50° 19.06 20.89 2367 2537 26.07
55° 16.19 18.36 2149 2313 23.35
Input: 60° 13.57 1559 18.91 20.48 21.01
65° 10.74 13.18 16.28 17.71 18.1
Number of Lamps: 10 70° 8.13 1044 135 1513 15.64
Lumens per Lamp: 16.9Im 75° 546 7.87 10.87 1251 1293
Input Watts: 2.3W 80° 331 563 849 1026 109
Output: 85° 166 389 689 842 885
90° 0.75 297 578 725 7.7
Efficiency: 69.6%
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