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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-011+WHITE(SQUARE) -1ft

Test Number

1

Test Date

Tue Aug 22 10:22:06 2017
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70° 70°
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 8418 84.18 8418 84.18 84.18
5 785 79.04 8236 80.83 80.28
10° 77.67 7891 81.41 8153 8224
Cone of Light 15° 76.06 77.05 808 79.78 81.16
200 728 7533 7799 7939 81.18
Mtg Height Light Level Beam Diameter 25° 6912 7113 7481 77.09 78.61
6 ft 2fc 20 ft 30° 6439 67.35 7253 7414 7476
8 it 11c 27 ft 35° 5055 63.32 67.85 7044 72.21
10t 1fc 341 40° 5484 5857 6351 6759 67.84
12 t 11c M ft 45° 4935 53.62 59.23 6323 63.94
15 ft 0fc 51 it 50° 43.28 47.83 5407 584 59.86
55° 37.22 4149 48.78 53.06 54.31
Input: 60° 31.34 358 4292 46.8 4831
65° 246 29.66 36.74 4092 4225
Number of Lamps: 81 70° 184 2421 3118 345 3578
Lumens per Lamp: 4.811m 75° 1271 1813 2521 289 29.54
Input Watts: 2.84W 80° 746 12.68 19.86 2337 248
Output: 85° 393 899 1556 1952 20.1
90° 1.9 6.71 13.33 16.34 17.89
Efficiency: 68.9%
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