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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160° 17 170° 460°

150° 150°
140° 140°

1307 130°
1207 120°

1107 110°

1001 100°

0°-180° —
90° 22.5°-202.5°

45°-225°

67.5°-2475° e

90°

Catalog Number
M3K-24V+CH-011+WHITE(SQUARE) -1ft

Test Number

1

Test Date

Tue Aug 22 11:16:56 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 3472 3472 3472 3472 3472
5 33 3335 338 3352 3341
10° 33 3356 34.15 3392 34.26
Cone of Light 15° 3257 32.88 33.38 33.89 34.23
20° 30.66 31.54 3248 33.17 33.68
Mtg Height Light Level Beam Diameter 25° 29.07 30.07 31.42 3249 32.69
6 ft 1fc 21 ft 30° 2742 2839 29.76 31.22 31.46
8 it 11c 27 ft 35° 25.08 2652 2855 29.67 29.71
10 ft 0fc 34 ft 40° 233 2443 2646 2822 2878
124 0fc 41 ft 45° 2058 2215 247 2622 26.99
151t 0fc 51t 50° 1832 20 2247 243 24.99
55° 15.63 17.54 20.62 2219 2249
Input: 60° 12.51 15.03 17.89 19.51 19.95
65° 10.25 1237 1547 16.86 17.38
Number of Lamps: 19 700 7.62 10.03 1279 1434 15
Lumens per Lamp: 8.53Im 75° 528 748 1031 1198 1243
Input Watts: 1.06 W 80° 313 531 821 968 1016
Output: 85° 1.6 368 645 804 841
90° 0.78 278 5.6 6.94 7.25
Efficiency: 69.2%
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