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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DV3K-24V+CH-011+WHITE(SQUARE) -1ft

Test Number

1

Test Date
Tue Aug 22 10:38:47 2017
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50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 14241 14241 14241 14241 142.41
5° 140.67 139.16 14017 1413 141.93
10° 13531 1378 1369 141.09 143.71
. 15° 13123 134 1375 138.98 135.34
Cone of Light
20° 127.04 129.82 131.32 136.84 137.72
Mtg Height Light Level Beam Diameter 25° 120.48 123.09 128.59 132.06 133.36
6 ft 4fc 20 ft 30° 113.36 116.49 124.75 127.73 130.25
8 it 21c 27 ft 35° 10294 1082 116.6 122.07 124.43
10 ft 1fc 34 ft 40° 9444 10188 109.37 116.06 117.62
124 1fe 41 ft 45° 8613 9246 101.71 1081 110.88
151t 1fc 51 ft 50° 7597 8279 92.85 10034 102.04
55° 6429 7229 8385 9119 91.68
60° 54.02 6178 7451 8015 8175
Input:
65° 4293 5119 6315 69.77 71.72
Number of Lamps: 81 70° 3169 4166 53.13 59.76 60.92
Lumens per Lamp: 8.27Im 75° 2198 31.02 4263 4917 51.26
Input Watts: 4.86 W 80° 1299 219 3401 4039 4143
85° 6.66 1542 26.52 33.2 3473
Output:
90° 3.02 1145 2303 2882 29.93
Efficiency: 69%
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