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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PQ3K-24V+CH-011+WHITE(SQUARE) -1ft

Test Number

1

Test Date
Tue Aug 22 10:30:59 2017
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50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 123.68 123.68 123.68 123.68 123.68
5° 11897 121.09 12135 123.55 118.95
10° 1159 120.34 121.26 122.46 122.15
. 15° 115.88 115.65 119.58 123.06 121.61
Cone of Light
20° 1102 112.88 115.94 119.53 121.49
Mtg Height Light Level Beam Diameter 25° 103.64 107.33 111.99 116.75 117.01
6 ft 3fc 21 ft 30° 97.98 102.39 108.15 112.43 112.15
8 it 21c 28 ft 35> 88.83 9519 101.55 10546 107.22
10 ft 1 fc 35 ft 40° 82.04 8849 9527 1008 101.77
12 ft 1fc 49 ft 45° 7412 7964 8888 9511 95.29
15 ft 1fc 52 it 50° 6544 7159 80.74 86.35 88.64
55° 55.78 6295 7356 79.71 80.84
60° 4593 5381 6468 7018 71.53
Input:
65° 374 4478 55.08 60.34 62.82
Number of Lamps: 40 70° 2744 36.06 4599 5164 53.69
Lumens per Lamp: 14.59 Im 75° 1851 2659 3728 425 4357
Input Watts: 8w 80° 1146 1913 2948 3541 36.45
85° 567 1321 2344 2875 301
Output:
90° 267 10.1 19.94 25.03 26.72
Efficiency: 68.9%
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