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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-013-C+CLEAR - 1ft

Test Number

1

Test Date

Mon Sep 25 09:49:37 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 5739 57.39 5739 5739 57.39
5° 5724 5542 5723 57.01 57.11
10° 5522 56.17 56.25 54.84 553
Cone of Light 15° 535 5447 547 5554 5719
20° 52.34 53.74 5397 57.06 57.26
Mtg Height Light Level Beam Diameter 25° 514 508 56.61 53.52 53.67
6 ft 2 fc 17 ft 30° 48.57 49.78 52.07 50.7 51.36
8 it 11c 23 ft 35° 4557 46.89 47.78 46.07 46.71
101 1fc 29 ft 40° 4179 4417 4354 4391 4479
12 t 0fc 35 ft 45° 38.89 4045 40.64 40.62 40.09
15 ft 0fc 431t 50° 3444 36.14 363 3582 3584
55° 29.45 3154 313 307 28.88
Input: 60° 237 2512 2598 18.31 16.01
65° 18.13 19.45 16.89 1146 9.2
Number of Lamps: 10 70° 1393 1377 812 397 3.16
Lumens per Lamp: 16.9Im 75° 9 75 273 177 1.69
Input Watts: 2.3W 80° 431 257 085 063 068
Output: 85° 1.06 037 027 031 0.31
90° 0.04 005 003 0.02 0.01
Efficiency: 90.7%
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