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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-013-C+FROSTED - 1t

Test Number

1

Test Date
Fri Aug 18 12:43:22 2017
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- 0°  2250° 45° 67.50° 90°
0° 2548 2548 2548 2548 25.48
5° 25.06 2478 2486 24.34 24.82
10° 242 2401 2406 23.89 24.62
Cone of Light 15° 2349 23.26 2326 234 23.31
20° 222 2236 2238 2256 2243
Mtg Height Light Level Beam Diameter 25° 2071 21.02 2139 21.28 21.45
6 ft 1fc 15t 30° 196 1945 19.96 20.11 20.36
8 it 0fc 20 ft 35° 18.25 18.09 1852 18.93 18.77
10 ft 0fc 26 ft 40° 1677 16.86 17.15 17.19 174
124 0fc 31 ft 45° 1491 1527 1553 1562 15.41
151t 0fc 3 ft 50° 1332 1347 1381 1379 1367
55° 1141 1171 1188 11.84 11.81
Input: 60° 959 983 979 974 951
65° 769 776 775 759 745
Number of Lamps: 10 70° 564 576 572 555 54
Lumens per Lamp: 8.45Im 75° 377 394 383 371 359
Input Watts: 11W 80° 204 217 212 205 202
Output: 85° 081 081 081 072 0.63
90° 021 015 011 0.08 0.08
Efficiency: 77.2%
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