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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
MX3K-24V +CH-014-C+CLEAR - 1ft

Test Number

1

Test Date

Mon Sep 25 10:33:45 2017

80° 80° | 9270r e
70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 112.05 11205 11205 112.05 112.05
5 1114 112 11242 107.06 112.31
10° 106.32 107.04 108.24 108.61 111.53
. 15° 106.72 104.72 106.05 1101 106.53
Cone of Light
20° 104.26 104.85 106.33 107.75 109.04
Mtg Height Light Level Beam Diameter 25° 101.21 9857 107.65 103.37 105.32
6 ft 3fc 17 ft 30° 973 9873 103.23 9521 101.71
8 ft 2fc 22 it 35° 8945 9057 9352 9221 9424
10 ft 1 fc 28 ft 40° 845 8815 8616 873  85.66
12 # 1fc 33 ft 45° 709 8142 7605 784 77.01
15 ft 0fc 42t 50° 62.07 67.15 69.08 70.03 69.33
55° 52.87 5841 5933 61.1 57.89
60° 4483 484 4885 3546 32.28
Input:
65° 3721 3861 3152 2266 19.31
Number of Lamps: 19 70° 2725 2861 1632 7.25 6.11
Lumens per Lamp: 17.37 Im 75° 16.75 15.15 5.6 35 33
Input Watts: 2.09W 80° 8.84 5 1.77 1.2 1.28
85° 203 0.79 0.57 0.59 0.67
Output:
90° 0.14 0.09 0.06 0.04 0.03
Efficiency: 90.2%
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