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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-014-C+CLEAR - 11t

Test Number

1

Test Date

Mon Sep 25 10:23:59 2017

80° 80° | 9002700 e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 11288 112.88 112.88 112.88 112.88
5 11184 1106 110.35 109.25 106.21
10° 11231 107.31 11159 106.82 109.6
. 15° 108.42 106.92 106.07 109.62 107.6
Cone of Light
20° 107.79 1015 105.35 111.01 109.92
Mtg Height Light Level Beam Diameter 25° 100.47 103.77 107.76 104.65 104.22
6 ft 3fc 17 ft 30° 9454 96.87 102.13 98.07 98.56
8 ft 2fc 22 it 35° 9237 9092 9259 9377 8953
10t 1fc 28 ft 40° 8403 8309 8555 8627 86.69
12 # 1fc 33 ft 45° 713 76.91 7952 807 76.91
15 ft 1fc 49 ft 50° 6483 6629 7117 7043 7138
55° 5466 5734 6049 6193 54.71
60° 46.08 4847 4766 354  31.53
Input:
65° 36.54 38.73 3141 2277 19.28
Number of Lamps: 19 70° 2739 2798 1632 7.27 5.91
Lumens per Lamp: 17.37 Im 75° 1758 1532  5.61 3.55 3.36
Input Watts: 2.09W 80° 8.37 511 1.75 1.26 1.26
85° 214 0.76 0.55 0.62 0.67
Output:
90° 0.1 0.09 0.06 0.04 0.03
Efficiency: 90.3%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



