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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170° 460°

Catalog Number
PJ3K-24V +CH-014-C+CLEAR - 1t

Test Number

150° 150° 1
140° 140°
1302 130° Test Date
b N Mon Sep 25 09:44:18 2017
1107 110°
1007 100°
0°-180° -—
90° 90° 22.5°-202.5°
45°-225°
67.5°-247.5° e
80° 80° | 92700 -—
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2916 29.16 29.16 29.16 29.16
5° 2829 28.14 2853 27.75 29.25
10° 2878 27.26 2769 27.33 26.46
Cone of Light 15° 28.66 26.95 26.55 28.06 28.07
__Lone ot Light
20° 261 2617 27.97 28.04 28.36
Mtg Height Light Level Beam Diameter 25° 2521 25.67 28.24 26.77 258
6 ft 1fc 17 ft 30° 2466 2538 2577 2476 24.79
8 it 0fc 23 ft 35° 2266 2324 2325 2355 22.63
101 0fc 8 ft 40° 207 2209 2238 21.89 21.92
12 ft 0fc 34 ft 45° 19.05 20.07 20.14 20.68 20.55
151t 0fc st 50° 1762 1767 17.84 1814 18.14
55° 1454 1545 1528 15.78 14,52
60° 12.38 1289 13.08 9.1 8.14
Input:
65° 928 979 848 579 492
Number of Lamps: 10 700 718 675 395 199 155
Lumens per Lamp: 8.45Im 75° 464 391 137 092 084
Input Watts: 11W 80° 225 133 043 033 034
Output: 85° 054 019 014 015 0.15
_utput:
90° 002 003 0.02 001 0.01
Efficiency: 90.7%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



