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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160170 170° 460°
150° 150°
140° 140°

1307 130°
1207 120°

1107 110°
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0°-180° -_—

gge | 252025
45°-205°

67572475 wmmm

90°

Catalog Number
PQ3K-24V+CH-014-C+CLEAR - 11t

Test Number

1

Test Date

Mon Sep 25 10:04:10 2017

80° 80° | 9002700 e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 200.78 200.78 200.78 200.78 200.78
5° 211.75 19442 200.69 195.73 190.79
10° 192.25 19548 191.72 192.77 193.45
. 15° 187.68 182.53 197.66 195.21 197.38
Cone of Light
20° 183.98 178.66 188.94 195.03 214.63
Mtg Height Light Level Beam Diameter 25° 18525 172.45 180.25 184.06 190.31
6 ft 6 fc 16 ft 30° 161.14 165.85 175.38 180.43 163.56
8 it 3fc 21 ft 35° 16519 157.71 15559 15551 165.29
10 ft 21fc 26 ft 40° 13533 149.97 147.76 147.96 157.44
124 1fe 31 ft 45° 13592 151.44 13551 139.24 134.89
151t 11e 0 ¢ 50° 11386 120.72 12479 12538 116.76
55° 93.78 101.76 105.05 111.76 103.32
60° 813 8255 8827 61.56 53.88
Input:
65° 65.75 71.02 5452 3788 31.98
Number of Lamps: 40 70° 4392 5021 28.03 13.08 1057
Lumens per Lamp: 14.59 Im 75° 32.06 2756 9.55 6.41 5.62
Input Watts: 8w 80° 1654 898 3.06 2.24 2.31
85° 3.6 1.43 0.96 0.98 1.12
Output:
90° 0.2 0.16 0.13 0.05 0.03
Efficiency: 89.9%
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