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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-014-C+FROSTED - 1t

Test Number

1

Test Date
Fri Aug 18 15:03:08 2017

80° 80° | 9270r e
70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
30° 0°  2250° 45° 6750° 90°
0° 11793 11793 11793 117.93 117.93
5° 11552 11147 11388 112.08 116.47
10° 111.03 109.99 110.74 1104 111.61
. 15° 106.52 106.94 107.41 107.62 106.65
Cone of Light
20° 102.09 101.85 1039 103.62 102.98
Mtg Height Light Level Beam Diameter 25° 9572 9593 9746 98.17 98.88
6 ft 3fc 15t 30° 89.18 90.38 9154 9201 91.56
8 it 21c 20 ft 35° 8207 8327 84.66 8557 87.49
101 1fc o5 f 40° 7502 7677 7861 7892 794
12 ft 1fc 30 ft 45° 69.14 68.87 7067 7053 70.21
15 ft 1fc 38 it 50° 60.18 61.25 63.06 63.08 63.46
55° 52.09 5323 54.04 53.72 53.41
60° 4299 4446 4452 4443 4414
Input:
65° 3425 3531 3538 3424 3423
Number of Lamps: 81 70° 26.05 2631 2628 2546 24.51
Lumens per Lamp: 4.811m 75° 17.02 1753 17.09 16.54 16.45
Input Watts: 2.84W 80° 941 9.81 9.77 9.14 8.78
85° 3.95 3.78 3.61 3.25 2.98
Output:
90° 0.89 0.73 0.5 0.44 0.28
Efficiency: 76.4%
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