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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V +CH-014-C+WHITE - 1t

Test Number

1

Test Date
Fri Aug 18 13:01:53 2017
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 2215 2215 2215 2215 2215
5° 2218 2213 2235 2201 21.73
10° 2161 217 2143 21.78 21.63
Cone of Light 15° 21.04 2092 21.09 21.09 20.93
20° 2025 202 204 2046 20.56
Mtg Height Light Level Beam Diameter 25° 19.09 19.47 1959 19.69 19.61
6 ft 1fc 16 ft 30° 17.81 1834 1843 1845 18.15
8 it 0fc 29 ft 35° 168 1697 17.3 17.37 17.34
10 ft 0fc 27 ft 40° 1546 1571 1587 1587 16.01
124 0fc 33 ft 45° 1399 1431 1434 1452 146
151t 0fc Mt 50° 1227 1265 1268 1254 1261
55° 10.72 109 1096 1083 107
Input: 60° 9.04 911 925 896 8.79
65° 7.06 7.3 726 7.06 7.1
Number of Lamps: 10 700 535 549 539 526 5.12
Lumens per Lamp: 8.451Im 75° 355 361 365 353 344
Input Watts: 11W 80° 204 209 208 199 191
Output: 85° 0.9 0.84 079 073 0.69
90° 0.2 016 012 0.09 0.07
Efficiency: 71.4%
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