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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-014-C+WHITE - 11t

Test Number

1

Test Date
Fri Aug 18 15:05:42 2017
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 89.34 89.34 89.34 89.34 89.34
5° 86.22 86.55 84.17 8472 87.71
10° 84.05 84.02 83.79 8322 84.39
Cone of Light 15° 82.66 81.69 8175 8154 8252
200 778 79.27 7925 80.1 80.05
Mtg Height Light Level Beam Diameter 25° 75.03 7547 7536 76.25 75.41
61t 2fc 16 ft 30° 7085 7114 7161 7215 72
8 it 11c 21 ft 35° 651 654 6696 66.97 66.34
10 ft 1 fc 26 ft 40° 6058 6128 61.6 6227 61.89
124 1fe 39 ft 45° 5444 5474 5592 5597 55.86
15 ft 0fc 40 it 50° 48.72 49.36 49.36 49.55 49.55
55° 41.43 4233 4295 4235 41.64
Input: 60° 34.58 35.13 3541 3486 345
65° 27.58 2833 28.16 27.65 27.21
Number of Lamps: 19 70° 2037 21.02 20.77 2025 19.84
Lumens per Lamp: 17.37 Im 75° 13.62 1425 141 1385 13.33
Input Watts: 2.09W 80° 766 806 808 758 7.28
Output: 85° 348 326 3.07 283 262
90° 081 065 044 039 0.31
Efficiency: 71%
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