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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-027 +FROSTED - 1t

Test Number

1

Test Date
Tue Oct 24 11:53:17 2017
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50° 50°
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20 0°  2250° 45° 67.50° 90°
0° 9838 988 988 988 9838
5° 100.87 97.48 98.77 98.12 98.34
10° 96.17 96.59 97.39 98.46 97.02
Cone of Light 15° 9256 9271 93.77 9476 95.88
20° 893 9096 9043 9175 923
Mtg Height Light Level Beam Diameter 25° 8394 8528 861 87.12 88.71
6 ft 3fc 17 ft 30° 778 7941 8118 8234 83.55
8 it 21c 29 ft 35° 7269 7271 7457 7635 77.72
10 ft 1fc 28 ft 40° 64.37 6617 67.94 7096 7214
124 1fc 33 ft 45° 57.9 5842 6146 64.28 66.27
15 ft 0fc 42t 50° 4931 51.99 5504 59.26 59.88
55° 411 4413 4868 5275 53.94
Input: 60° 3348 37.57 43.09 46.64 48.68
65° 2552 30.82 37.48 4091 4243
Number of Lamps: 81 70° 18.23 2457 3149 357 36.62
Lumens per Lamp: 4.811Im 75° 1248 19.2 2652 30.27 317
Input Watts: 2.84W 80° 7.61 1429 2233 26.6 2775
Output: 85° 3.61 10.71 1896 2299 2443
90° 1.88 8.82 16.64 20.88 22.31
Efficiency: 75.3%
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