X
1
()

IES FILE

PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PQ3K-24V+CH-027 +FROSTED - 1t

Test Number

1

Test Date
Tue Oct 24 13:20:53 2017
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50° 50°
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0° 22.50° 45°  67.50° 90°
0° 152.89 152.89 152.89 152.89 152.89
5° 148.15 145.77 148.53 148.55 147.93
10° 14245 142.63 1453 14437 14458
Cone of Light 15° 138.85 139.08 14256 143.05 143.58
20° 1336 132.68 136.75 136.71 137.99
Mtg Height Light Level Beam Diameter 25° 126.57 126.4 128.37 130.55 131.26
6 ft 4fc 16 ft 30° 116.78 117.76 118.62 122.84 126.82
8 it 21c 29 ft 35° 107.66 107.87 111.71 113.53 117.09
10t 240 o7 ft 40° 9645 99.02 10175 105.11 108.38
12 t 11c 33 ft 45° 8479 8733 91.74 96.69 100.67
15 ft 1fc M it 50° 734 771 8259 88.06 915
55° 619 66.06 7385 78.69 8158
Input: 60° 49.27 5537 6443 7047 721
65° 3826 4561 5529 6152 63.53
Number of Lamps: 40 70° 2766 36.77 4767 531 5449
Lumens per Lamp: 14.59 Im 75° 1848 2912 3995 46.34 4848
Input Watts: 8w 80° 11.06 21.8 33.64 3943 41.87
Output: 85° 579 1628 2839 3441 368
90° 2.61 1279 2458 31.23 33.21
Efficiency: 75.2%
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