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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V +CH-027 +FROSTED - 1ft

Test Number

1

Test Date

Tue Oct 24 12:55:39 2017

80° 80° | o270r e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2136 2136 21.36 21.36 21.36
5 2155 2116 2122 2152 21.45
10° 208 21.07 2119 2143 20.84
Cone of Light 15° 2051 20.64 2056 206 20.72
20° 19.28 1956 19.78 20.13 20.09
Mtg Height Light Level Beam Diameter 25° 18.34 18.47 1854 1897 1943
6 ft 1fc 17 ft 30° 17.08 17.22 17.65 17.89 18.37
8 it 0fc 23 ft 35° 157 1597 1612 16.71 16.62
10 ft 0fc 29 ft 40° 142 1445 1485 1535 1578
124 0fc 35 ft 45° 125 1285 1342 1416 1443
151t 0fc st 50° 1082 1125 1217 1287 13.31
55° 9.06 953 10.72 1164 11.96
Input: 60° 736 812 951 10.16 10.66
65° 554 676 813 9.01 9.28
Number of Lamps: 10 700 441 5.4 6.9 7.8 8.02
Lumens per Lamp: 8.45Im 75° 27 419 585 672 7.02
Input Watts: 11W 80° 157 315 492 5.9 6.05
Output: 85° 082 233 418 5.02 539
90° 044 187 3.64 453 482
Efficiency: 75.9%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



